
MADE IN KOREA

HD-SDI VIDeo RepeateR
1 in 2 out

300ft Extension
DC 12V

FULL HD OVER COAX  USE YOUR EXISTING COAX CABLE

FRONT BACK

300ft300ft

KEY FEATURES

�� Extends SDI Signal
�� 1 HD-SDI Input and 2 HD-SDI Output
�� Extends HD-SDI signal @1080P Over 300 ft
�� Plug & Play Setup
�� Must be used with SDI Cameras

Video Input 1CH HD-SDI(1080P 30P) BNC

Video Output 2CH HD-SDI(1080P 30P) BNC

Signal Transmission Canare cable : 600 ft OVER

RG59 : 300 ft OVER

* Different transmission distance 
according to the kinds of cables

Power Source DC 12V (120mA)

LED RED : POWER ON

GREEN : Reception of HD-SDI

Operating Temperature / Humidity -10°C~+50°C / 30%~80% RH

Storage Temperature / Humidity -20°C~+60°C / 20%~90% RH

Specifications may change without a prior notice. All the images on the page are for illustrative purpose only. They may not representing actual 
products.  All the rights for the registered trademarks are reserved for their respectable owners. Not responsible for any typographical errors.

Power Adapter NOT included

HD-SDI CAMERA MAGIC HD-SDI DVR


